Door & Window Specs.
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All Windows & Doors must be in compliance with the 2017 Florida Building Code — Existing
Buildings 6™ edition, further information can be found in SDI 118-12 sec. 2.3 for Fire Doors and
sec. 8 for fire windows. All of this information is located on the ST. Johns County web site.

Entry Doors:

Galvanized entry doors are required in Bldgs. 3, Bldg. 5 and Bldg. 8 units (all 3 floors) 8*14,
8*15(*= 1-2-3)

Fiberglass entry doors may be used in Bldg. 1, 2, 4, 6, 7, and Bldg. 8 with the exception of the
above units that require galvanized entry doors.

All doors must have closures.

All doors come primed and must be painted Benjamin Moore SAOR oil based by the owner.
Paint will be supplied by SAOR. SAOR Maintenance will also paint the door for a fee.

Sliding Glass Doors and Windows

All Sliding Glass Doors and window exterior must be anodized Bronze (brown) code impact
rated.

All windows must be side slide
No built in blinds
Glass may have a light tint.

There are 2 options aluminum bronze interior and exterior or vinyl with infused bronze paint on
the exterior and white vinyl interior finish.

Bldg. 3 &5 Interior Hall Windows Bldg. 8 Units 8*14, 8*15

All hall way interior windows must be fire rated.

Storm Doors

All storm doors must be white, no exceptions.



